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tide. It is recommended that Grade 43 chain be utilized. The bottom and top chain should be
connected with a swivel. The top chain and mooring buoy should be connected with a
swivel.

It is recommended that Nylon line be utilized for pennants.

Pennant diameter line may be utilized in place of top chain in appropriate locations in the
GHA when approved by the Harbor Master, after consultation with the Mooring Committee.

All permanent lines should have adequate chafe guards and all chain to line connections should be made
with a shackle and heavy duty galvanized thimble. The use of an additional pennant or storm line is
recommended for heavy weather.

It is recommended that all hardware be domestic (made in the U.S.). All hardware should be
proportional to the size of the chain used (e.g., 7" swivel or shackle for /4" chain, 34" swivel or shackle
for %" chain, etc.). Swivels should be the “welded nut” type and “jaw and eye” type swivels are not
permitted. All hardware should be seized with marine grade stainless steel multi-strand seizing wire or
heavy duty wire wraps.

All vessels should have a set of bridals (2 lines) forming a “V”” from the bow cleats toward the water.
Vessels that have a single bow cleat should have double pennants (2 lines).

Alternative types of anchors, including pyramid anchors, may be utilized in shallow mooring locations
when approved by the Harbor Master, after consultation with the Mooring Committee.

All mooring buoys, other than Lunch Hooks”, must be white balls with a blue reflective stripe.

It is recommended that only commercially available “Winter Sticks” be utilized. They should be white
with a blue reflective stripe and have a minimum height of 4° above the water level. After June 15,
2018, wood posts, lobster pots and the like, which can become water logged and fail to remain vertical,
are not permitted.
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